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(2) Each smoke alarm whose primary
power source is the home electrical
system must be mounted on an elec-
trical outlet box and connected by a
permanent wiring method to a general
electrical circuit. More than one
smoke alarm is permitted to be placed
on the same electrical circuit. The wir-
ing circuit for the alarm must not in-
clude any switches between the over-
current protective device and the
alarm, and must not be protected by a
ground fault circuit interrupter.

(3) Smoke alarms required under this
section must be interconnected such
that the activation of any one smoke
alarm causes the alarm to be triggered
in all required smoke alarms in the
home.

(e) Visible and tactile notification appli-
ances. (1) In addition to the smoke
alarms required pursuant to this sec-
tion, the manufacturer must provide
visible and listed tactile notification
appliances if these appliances are or-
dered by the purchaser or retailer be-
fore the home enters the first stage of
production. These appliances are re-
quired to operate from the primary
power source, but are not required to
operate from a secondary power source.

(2) A visible notification appliance in
a room designed for sleeping must have
a minimum rating of 177 candela, ex-
cept that when the visible notification
appliance is wall-mounted or suspended
more than 24 inches below the ceiling,
a minimum rating of 110 candela is per-
mitted.

(3) A visible notification appliance in
an area other than a room designed for
sleeping must have a minimum rating
of 15 candela.

(f) Testing and maintenance. (1) Each
required smoke alarm installed at the
factory must be operationally tested,
after conducting the dielectric test
specified in §3280.810(a), in accordance
with the alarm manufacturer’s instruc-
tions. A smoke alarm that does not
function as designed during the test
and is not fixed so that it functions
properly in the next retest must be re-
placed. Any replacement smoke alarm
must be successfully tested in accord-
ance with this paragraph.

(2) Home manufacturers must provide
specific written instructions for in-
stallers on how to inspect and test the

§3280.302

operation of smoke alarms during in-
stallation of the home. These instruc-
tions must indicate that any smoke
alarm that does not meet the inspec-
tion or testing requirements needs to
be replaced and retested.

(3) Home manufacturers must provide
the homeowner with the alarm manu-
facturer’s information describing the
operation, method and frequency of
testing, and proper maintenance of the
smoke alarm. This information must
be provided in same manner and loca-
tion as the consumer manual required
by §3282.207 of this chapter, but does
not have to be incorporated into the
consumer manual. No dealer, dis-
tributor, construction contractor, or
other person shall interfere with the
distribution of this information

[67 FR 12817, Mar. 19, 2002, as amended at 67
FR 49795, July 31, 2002]

§3280.209 Fire testing.

All fire testing conducted in accord-
ance with this subpart shall be per-
formed by nationally recognized test-
ing laboratories which have expertise
in fire technology. In case of dispute,
the Secretary shall determine if a par-
ticular agency is qualified to perform
such fire tests.

[49 FR 32011, Aug. 9, 1984]

Subpart D—Body and Frame
Construction Requirements

§3280.301 Scope.

This subpart covers the minimum re-
quirements for materials, products,
equipment and workmanship needed to
assure that the manufactured home
will provide:

(a) Structural strength and rigidity,

(b) Protection against corrosion,
decay, insects and other similar de-
structive forces,

(c) Protection against hazards of
windstorm,

(d) Resistance to the elements, and

(e) Durability and economy of main-
tenance.

§3280.302 Definitions.

The following definitions are applica-
ble to subpart D only:
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